
SPECTAL OCCUPANCY PARK AWNING ENCLOSURES

Definitions

Awninq An accessory structure, used for shade or weather protection,
supported by one or more posts or columns and partially supported by a unit or
other accessory structure installed, erected, or used on a lot.

Awninq Enclosure An enclosure designed for outdoor recreational purposes,
not for habilitation, constructed under an awning or freestanding awning, which
may include a screen room, and either an accessory building or structure, or a
bui lding component.

Awninq, Freestandinq An accessory structure, used for shade or weather
protection, supported entirely by columns or posts and, other than flashing, not
attached to or supported by a unit or other accessory structure.



92422. Application and ScoPe.
(a) Except as othenrvise noted, the requirements of this article shall apply to the construction,

use, maintenance, and occupancy of accessory buildings or structures and building components
constructed or installed adjacent to units both within and outside of parks,

(b) Accessory buildings or structures, or building components that are constructed and
maintained in accordance with those statutes and regulations which were in effect on the date of
original construction, are not subject to the requirements of subsequent regulations, An accessory
building or structure or building component that is moved to a different location shall be subject to
the permit to construct requirements of this chapter, Any alterations or additions must comply with
the current provisions of this chapter,

(c) Accessory structures, excluding those not requiring a permit to construct as set forth in
section 2018 of this chapter, shall not be attached to, be supported by, or transmit any loads to, a
recreational vehicle.

(d) Accessory buildings and structures or building components, installed on a MH-unit lot in a
specialoccupancy park, shall comply with the exiting requirements in section 1429 of chapter 2.

(e) Stairways and ramps required for ingress and egress for camping cabins shall be
freestanding and are the only accessory structures permitted on a lot with a camping cabin.

NOTE:Authority cited: Section 'l8865, Health and Safety Code. Reference: Sections 18863.4 and 18871.3, Health
and Safety Code.

5 2424. Regu lated Structu res.
(a) Accessory buildings or structures or building components which do not comply with this

article or are deemed to be unsafe by the enforcement agency shall not be allowed, constructed, or
occupied.

(b) A permit shall be obtained from the enforcement agency to construct or install an accessory
buiiding or structure as required by Article 1 of this chapter, unless specifically exempted in section
2018 of this chapter.

(c) Cabanas, garages and storage buildings shall not be constructed or installed in special
occupancy parks except on lots designated for MH-units as specified in section 2118 of this
chapter.

NOTE:Authority cited: Section 'l8865, Health and Safety Code. Reference: Sections 18863.4, 18865, 18870 and
18871.3, Health and Safety Code.

$ 2426, Accessory Buildings or Structures and Building Components Installed in Fire
Hazard Severity Zones.
(a) Accessory buildings or structures or building components constructed or installed in parks in a
State Responsibility Area Fire Hazard Severity Zone or a local Very-High Fire Hazard Severity
Zone, as indicated on the California Department of Forestry and Fire Protection's Fire Hazard
Severity Zone Maps, shall comply with Title 24,Pa1,2,5, Chapter 3, section R327 of the California
Residential Code (CRC) which is hereby incorporated by reference with the exception of the
following provisions: Sections R327.1.5,R327.2(Fire Protection Plan) and R327,3.6,
(b) Accessory buildings or structures or building components constructed or installed outside of
parks in a State Responsibility Area Fire Hazard Severity Zone,a local Very-High Fire Hazard
Severity Zone, or a local Wildland-Urban Interface Fire Area shall comply with the provisions of the
CRC, Title 24,Part.2.5, Chapter 3, section R327,

NOTE:Authority cited: Sections 18865 and 18873.5, Health and Safety Code. Reference: Section 18873.5



S 2428, Location.
(a) In parks, accessory buildings or structures, or any part thereof, on a lot shall maintain the

following setbacks from lot lines:
(1) When constructed of noncombustible materials:
(A) may be up to the lot line, provided a minimum three (3)-foot clearance is maintained from
any other unit, accessory building or structure, or building component on adjacent lots.

(2) When constructed of combustible materials:
(A) a minimum three (3)foot clearance from all lot l ines, and
(B) a minimum six (6) foot clearance from any other unit, accessory buildings or structures, or
building components on adjacent lots constructed of combustible materials.

(b) Location requirements governing cabanas, private garages, and storage buildings, permitted by
section 2118 of this chapter, are found in Article 9 of Chapter 2 of this division.

(c) Stainrvays with landings not to exceed twelve ('12)squarefeet may be installed to the lot l ine
provided they are located a minimum of three (3) feet from any unit or accessory building or
siructure including another stainruay on an adjacent lot. However, if the stainruay is an up-and-over
design (steps up the front and down the back) that provides access to the lot beyond the stainrvay,
it does not need to maintain the separation from a unit or accessory building or structure, including
another stainrvay, on an adjacent lot,
(d) Fencing of any material, that meets the requirements of section 2514 of this article, may be
installed up to a lot l ine.
(e) No portion of an accessory building or structure, or building component shall project over or
beyond a lot l ine,
(0 Any permitted accessory building or structure, or building component may be installed up to a lot
line bordering a roadway or common area provided there is no combustible building or structure in
the common area within six (6) feet and no structure of any kind within three (3) feet of any portion
of the accessory building or structure, or building component, The maximum seventy-five percent
(75%) lot coverage allowed by section 2110 of this chapter shall be maintained,
(g) Wood awning or carport support posts four (4) inches or greater in nominal thickness may be
located up to a lot line provided the remainder of the awning or carport is composed of
noncombustible material,

NOTE:Authority cited: Sections 18865, 18865.05, and 18873, Health and Safety Code. Reference: Sections
18871,3 and 18872, Health and Safety Code.



S 2429. Required Exits,
(a) An awning enclosure may be constructed or installed to enclose an emergency exit window
from a sleeping room within a unit provided the enclosed area adjacent to the emergency exit
window has a door not less than twenty-eight (28) inches in width and seventy-four (74) inches in
height providing direct access to the outside. The exit doonruay from the enclosed accessory
building or structure, or building component shall comply with the exit i l lumination requirements
contained in the California Residential Code and lighting outlet requirements contained in the
California Electrical code.
(b) An awning enclosure which encloses a required exit from the unit shall have a doonruay
complying with subsection (a) located as close as possible to that exit. lf more than one exit is
enclosed, the enclosure shall be provided with the same number of exit doorways that comply with
subsection (a) as close as possible to the existing unit exits'
(c) An awning enclosure that encloses a required exit shall not be divided with interior walls or
baniers unless the divided areas contain additional exit doors serving the divided areas that
comply with subsection (a).

NOTE:Authority cited: Section 18865, Health and Safety Code, Reference:Sections'18871.3 and1BB72, Health and

Safety Code.

$ 2432, Construction,
(a) Construction and installation of accessory buildings or structures or building components shall
comply with the structural requirements of the California Residential Code, except as otherwise
provided by this article. The enforcement agency may require that accessory buildings and
structures or building components be designed and constructed to withstand live loads, vertical
uplift or horizontal forces from any direction in excess of the minimum loads specified in this
chapter, based on local geologic, topographic, or climatic conditions, when approved by the
deoartment.
(b) Accessory buildings and structures constructed of aluminum or aluminum alloy shall be
designed to conform to the specifications contained in the California Residential Code.
(c) Unless data to substantiate the use of higher values is submitted to the enforcement agency,
the allowable loading of accessory buildings and structures or building components on the soil shall
notexceed one-thousand five-hundred (1,500) psf verticalsoil bearing pressure, one hundred fifty
(1b0) psf of depth lateral soil bearing pressure, and one hundred sixty-seven (167) psf frictional
resistance for uncased casfin place concrete piles'

NOTE: Authority cited: Section 1 8865, Health as Safety Code Reference: Sections 1 BB71 .3 and 'l 8873, Health and

Safetv Code.



$ 2433, Roof Live Load.
(a) Except as provided in this article, every cabana installed on or after July 3'l ,1976, or every

accessory building or structure or building component installed on or after June 10, '1979, shall
have the capacity to resist the applicable minimum snow load of the region in which it is installed or
as is provided by this section.

Table 2433-1 shall apply except where either greater or lesser snow loads have been
established through survey of the region, and approved by the department.

(1) Region I includes the following counties:
Alameda, Butte, Colusa, Contra Costa, Del Norte, Glenn, Humboldt, lmperial, Kings, Lake, Los

Angeles, Marin, Mendocino, Merced, Monterey, Napa, Orange, Sacramento, San Benito, San
Diego, San Francisco, San Joaquin, San Luis Obispo, San Mateo, Santa Barbara, Santa Clara,
Santa Cruz, Solano, Sonoma, Stanislaus, Sutter, Ventura, Yolo.

(2) Region l l includes the following counties:
Amador, Fresno, Inyo, Kern, Modoc, Riverside, San Bernardino, Siskiyou,
(3) Region l l l  includes the following counties:
Alpine, Calaveras, El Dorado, Lassen, Madera, Mariposa, Mono, Nevada, Placer, Plumas,

Shasta, Sierra, Tehama, Trinity, Tulare, Tuolumne, Yuba.
(b) Parks that have received approval for a snow roof load maintenance program prior to July 7 ,

2004, shall maintain the snow roof load maintenance program, as long as accessory buildings or
structures, or building components in the park do not meet the minimum roof loads for the area.
Accessory buildings or structures or building components installed after July 7 ,2004, must have
the capacity to resist the applicable minimum roof l ive loads of the region in which it is installed, as
set forth in table 2433-1.

(c) The park owner or operator shall be responsible for the continued management of an existing
snow roof load maintenance program approved for the park.

(d) Roof live load requirements shall not apply to storage cabinets,
(e) Accessory structures may be relocated from one park to another and reinstalled under permit

within another par, provided the requirements for roof live load in the new park are not greater than
the requirements of the park in which the accessory structure was previously installed,

NOTE:Authority cited: Section 18865, Health as Safety Code. Reference: Section 18871.3, Health and Safety
Code.

TABLE 2433.1
General Roof Live Load Requirements for

Accessory Buildings and Structures and Buildinq Components
Reoion I Reoion l l Reqion l l l

Elevation Roof Live
Load

Elevation Roof Live
Load

Elevation Roof Live Load

All Elevations 20 psf 0-3000 ft. 20 osf 0-2000 ft. 20 psf
300'l-3500 ft 30 psf 2001-3000 ft. 30 psf
3501-5000 ft. 60 psf 3001-4000 ft 60 psf

4001-5000 ft. 80 osf



S 2434. Calculations and Test Procedures.
(a) The load bearing capacity of elements or assemblies shall be established by calculations in

accordance with generally established principles of engineering design. However, when the
composition or configuration of elements, assemblies or details of structural members are such that
calculations of their safe load-canying capacity and basic structural integrity cannot be accurately
determined in accordance with generally established principles of engineering design, structural
properties of such elements or assemblies may be established by the results of tests that are
designed and certified by an architecl or engineer, with the test results approved by the
department,

(b) When any structural design or method of construction is substantiated by calculations and
supporting data, the calculations and supporting data shall be approved by an architect or engineer
and shall be submitted to the department.

(c) When the design of accessory structures is substantiated by calculations or tests, all
structural plans shall be approved by the architect or engineer in charge of the total design.

(d) When any design or method of construction is substantiated by tests, all those tests shall be
performed by an approved testing agency acceptable to the department or shall be directed,
witnessed, and evaluated by an independent architect or engineer. All test procedures and results
shall be reviewed, evaluated, and signed by an architect or engineer, The approved testing
agency, architect, or engineer shall submit the evaluation of test results, calculations, and
recommendations, to the department. The department may require that a representative of the
department witness the test.

NOTE:Authority cited: Section 18B65, Health as Safety Code, Reference: Section 18871.3, Health and Safety
Code.

$ 2436 Electrical Installations.
(a) Electrical equipment and installations within an accessory building or structure or building

component and the circuit supplying power shall be installed by a permanent wiring method and
shall comply with the requirements for electrical installations of this chapter.

(b) Flexible cord shall not be used to supply an accessory building or structure or building
component, or as a substitute for the fixed wiring of an accessory building or structure or building
comoonent.

(c) Unless otherwise specified by this article, electrical service provided to an accessory building
or structure or building component shall be supplied from the lot service equipment, provided:

(1)a permit is obtained to alterthe lotelectricalservice by install ing a separate overcurrent
protective device rated not more than the total calculated electrical load, and

(2) the lot service equipment is capable of supplying the additional load, and
(3) the overcurrent protective device and its installation complies with the California Electrical

Code,

NOTE:Authority cited: Section 1B865, Health and Safety Code. Reference: Sections 18871,3 and 18873.3, Health
and Safety Code.

92442 Foam Building System Flammability Standards.
The requirements of section 24 of this Title, shall apply to the use of any foam plastic or foam

plastic building system used in the construction of accessory buildings or structures,

NOTE:Authority cited: Section 18865, Health and Safety Code. Reference: Sections 18871.3 and 18873.5, Health
and Safetv Code.



E 247 4. Awning-Enclosures.
(a) Awning enclosures shall be used only for recreational or outdoor l iving purposes and shall not

be used as carports or storage rooms nor shall they be constructed or converted for use as a
habitable room or a cabana,

(b) Combustible material used for awning enclosures shall not be installed within three (3) feetof
the lot line pursuant to section 2428 of this chapter,

(c) Awnings may be enclosed or partially enclosed as follows:
(1) With insect screening or removable flexible plastic material. Awning drop or side curtains

shall not be permanently fastened at the sides or bottom (A permit to construct is not required).
(2) With rigid, readily removable transparent, or translucent materials.
(3) Awnings may be partially enclosed with solid, opaque panels, provided the panels do not

exceed fifty (50) percent of the total wall area,
(4)When an awning is completelyenclosed with rigid material, f i fty (50) percentof thetotal

wall area shall be translucent or transparent material, of which twenty-five (25) percent of the
total wall area shall be able to be opened for venti lation, Exiting requirements shall meet the
reouirements for a cabana.
(d) Where an awning is erected or constructed immediately adjacent to or over a permanently

constructed retaining wall of f ire resistant material, there shall be not less than eighteen (18) inches
clear ventilating opening between the underside of the awning roof and the top of the wall
extending the full length of the awning.

(e) An awning shall not be enclosed unless the enclosure is designed and constructed as a
freestanding structure or unless the awning is designed and constructed to withstand the additional
forces imposed by the enclosure.

(f)The construction requirements for awning enclosures are contained in the California
Residential Code.

(g) Heating, cooking, or fuel burning appliances or equipment shall not be installed or used within
an awning enclosure.

(h) An awning enclosure shall be separated from the unit 's interior by walls, windows, doors, or
sliding glass doors.

(i) When an exit from the unit is enclosed, the exit from the enclosure shallsatisfy the exit and
lighting requirements contained in section 2429 of this chapter.

NOTE:Authority cited: Section 18865, Health and Safety Code. Reference: Sections'1887'1.3 and 18872, Health
and Safetv Code.



BUILDING PLANNING

Any noise stantlarcls shall be con:iistent with Local noise
ordinatrccs impLetnenting thc troise element o.l'the gencral
platr and shall take into <:ott,rideration the troi,re levcl.r gen-
erated by children.

The local governnrcnt shctll proce s,s any recluired pennit
as econonricalb' at Oott,Ure, and ,t'ees charged for rct'iev,
slrcill not exc'eed llrc cosl.s of the tyview antl pe.rntit pr(r(cs.\.
Not le,s,s tltatt l0 days prior to the clate on which Ilte decision
u,ill be nrade on tlte application, the zoning administrator or
per,ton clesignated to hcutdle suclt u,se permits shall give
notice of the proposed use by rnail <tt'deliven, to all owrcrs
shrtv,n otr the last equcilized assessnl.ent rol.l as owtt.ing real
propert),within ct l00Jbot rcdius oJ the exterior boundaries
oJ the proposed large fanill, day care home. No hearing on
the application for a pennit i.ssued pursuant to this para-
graph sltall be hekl before ct decisiott is made unless a hear-
ing i,s requestecl b1, 111s appliccutt or otlter affectecl persotr.
The altplicant or other affbcted person nwv appeal thc cleci-
siott. The appelLant .shaLl pal,the cost, if atu oJ'the appeaL.

(h) A large Jatnily day-care home shall not be subject to the
provisions of Divisiott I 3 (comnrencing with Sectiort 2I000)
of the Public Resources Code.

(c) Use o.f a sittgl.e-family dwelling .for tlrc purposes of a
I.arge.f'anrily clay-c:are honrc shalL not cotlstitute a ch.ange of
o<:ctrpanc\,.for purposes o.f Part 1.5 lcotnnrenc:ing witltScc-
tiott 17910) oJ Divisiott l3 (Stctte Hou.rittg Lctvv), orJbr ltut'-
poses of loc:al buildiltg cnd fLre codes.

(d) L,arge.family day-care homes shall be considered as sitr-
gl.e-Jantily residences.fot'rhc purytoses o.f the: Stctte UniJbnn
Buildirtl4 Stcttrdard.r Code and locaL building cuil.fire utde.s,
e.uceytt rvith re.\pect to tury additionctl ,\tandards specilicctlly
rle.rigned to pt'ontote thef re ctnd lilb.saJett,of the cltilclren in
these honres aclopted by the State Fire Marshal pursrtant to
this .yubdivision.

R326.3 Sntokc alarms. ktrgefamilv dat,-care honrc.s slnll be
equipped witlt Sttne Fire Marshal apprcved curd listed sittgle
station residential type snutke aktnns. Tlte nuntber cutd place-
rnent o.f ,snroke aLarnt,\ sltall ba deterntirrcd by tlrc enfbrcentcnt
aulhorit.t'.

R326.4 Fire extirtguislt.ers. Lttrg,e utcl snrall .fcun.ih' day-ccu'e
homes shall be equipped with a portablt:.fite extirtgr,tisher huy,-
i t tg u tninirt tuttr 24 l0BC rut ing.

R326.5 Fire alarm devices. Every large.f'antilv clay-care lrcnre
shall be ptovicle:tl witlt at leust ont: tncutuul clt:vit'c: at a Iocctiort
approvcd b), Ilte authorit.t, having .f uri,sdictiott. Such det,ice
shall ctctuctte ct Jire alarnt .rigrml, v'hich shaLl be ctudible
thrr.tughottt thefacilitv at u ntinintunt level o.f l5 db crbove onrbi-
ettt troise l.eveL. Tltese cle:vir:es nee:cl ttot be intercorrnectetl Io any
othetr.ftre ularrn rleyice, have: a c'orttrol punel or bc elec'ticttlly
,sLtpcrvi,ted or prot'idetl with etnergettcl' pov'er. Such clevir;c or
clevicas .rhall be attached to tlte .ttructure antl ntay be o.f'ant,
r.t'pe acceptable to llte enforcittg aF,ent, ptovided thot .srtc'h
deyice,; ure rli.stirtctivc in lon.e arrcl ure audibl.e lltroupltout th.e
st rLt(;ture.

R326.6 Contpliance. Et'e1' lcrrge-.fLrnrilv day-c'are ltonre shall
contltlt vvith the provisitttr.r.fitt' Croup ll-3 occupcltcies and, if
uppropriutc, Se<:tion 326. I . For tlte purpo.tcs o.f Sectiotr ,)26.1 ,

the.flrst l;tory shaLl. be tletsigna.tad et.t the.floor usetl .for
re,s i tl c til ial o cc u pct n c)' n eare,\t t o l ll e .\ t re c t l ev c l w h i c h p rov i d e,r
primarl' ctccess t() the building.

Erlforcemettt tsf'thc provi.siort,t ,shal.l be in accorduncc witlr
the Health and SaJbty Code Sectiort,s I 3 145 and I 3146. No citt,
countr-, cin, and cottnr\,, or di,strict shull adopt or etrJotce an1'
building orclinanc'e or local rule or regttlatiott relatittg to the
sub.ject of .firc cud li.fe saJbty in large1fantilT,tlay-care home,t
u,hich i,s inconsistent v,itlt those standarcls udopted b1; the State
Fire MarshaL, except to the e.\teil the building ordinance or
Iocal rule or regulation applies to single-.fanrilt, residences in
rvhiclt day c:are is not provided.

R326.7 Special Imzards. Every Ltnenclo,retl gas-.firctl yvuter
heater orJuntace which i,s withitr the area u.sed for chiLcl care in
a large.fanrily da1,-gtrt home shall be protecled in suc:h a wa),

:,:,:Zr,:*rr* 
chiLdren frcnt nnkins contacl with those appli-

Exceptittn: This does not appLy to kitchen .stoves or oven.t.

R326.8 Exiting. Ever\t story or base:ntent of a large .famill'
dcn,-care home sltall be providecl witll two exit,y vvhich are
rentotely lor:atedJionr each other, Ever.1' required exit shall be
oJ a size to pennit tha iustallation oJ a door not les.s thcn 32
ittches (8l3mm) itt c'learwidth ancl not Iess than 6feet 8 inche.r
(2032 trun) itr height, A nrunual.ly operriled horiz.otttal sliding
door mal be y5461 as one o.f the two re.quirecl exits,

Wltere basent.ents are usecl.for drn-cart: pu.rposes, one of the
Iwo rcquired exit,s ,rhall provide uccess dircctly to the efle rior
willtout enterittg the Jirst stor.1,. The seconcl exit.l'ntnt the ba.se-
nrent tnay eitlter pass thtttttgh the ,rlorv above or e.rit direcllt, to
the exterior

Iloonts u,sed .fbr tLay-care pury)oses shalL not be located
above the.first slor),.

Exception: Buildings equippe d with att automati( sprinkLar
syslem throughout and n'hich have at lea,tt otte oJ' the
required exits proriding access dircctlv to the e^lerior.
N FPA 1 3 lt ma), be used in Iarge.family elat,-care hones. The
sprinlcler otnis.siotts of NFPA 1-JR shall not o1t1tlt, urtles,s
approvecl by tlrc enlrtrt'ing ugenc.\,.

Exit cloor.r, including manuall.y, operated horizontal ,slidin54
doors, .shcrlL be opettabltt fion the in,sidc without use oJ'a kev or
ru4; .rpecictl ktrowledg,e or elJort,

sEcTtoN R327
MATERIALS AND CONSTRUCTION METHODS FOR

EXTERIOR WILDFIRE EXPOSU RE

SECTION R327,1
SCOPE, PURPOSE AND APPLICATION

R327.1.1 Scope. Tlis chapter appl.ies to building ntaterials,
s)-stent.s attd or as.semblies ttsed in the exterior design and
construction oJ netv builditrgs Locatt:d yvithitt a
Wildlcmd-Urbun Jnterlhce Fire Areu u.r detincd in Settiott
R327.2.

R327.1.2 Purpose. The purpostt o.l'this Cltapter is to estab-
lish minitnunt standonl,s.frtr thc protet:lictn o.f I|fe artrl prop-

1 0 8 201O CALIFORNIA BESIDENTIAL CODE



erty by increasing the abi l i ty of a bui lding located in any
Fire Haz-ald Severity Zone within State Responsibi l i ty
Areas or any Wildland-Urban Intertace Fire Area to resist
the intrusion of f larne or burning ernbels projected by a veg-
etat ion f ire and contr ibutes to a systematic reduction rn con-
f lagration losses.

R327.1.3. Applicatiort. New buildings located in any Fire
Hazarcl Severity Zone or any WildLand- U rban Intetfac'e Fire
Area desigtwted by the enfrtrcing, agenc), constructed afier
the application date .rltqll comply with the prcvi,siotts oJ'tlti.s
chapkr.

Exceptions:

l. Buildirtlis ttf an accessttryt cllaracter classifiecl as a
Group U occupancv and nttl exceeding, I 20 square

Jbet itt .floor urea, when locared at Lcctst 30 .t'bet
Jrom an applicalsle buiLding.

2. Building,s oJ ur acces,sor)t character cla,s,riJied as
Group U occupancy oJ'any size located least 50

.fbet from att applicable building.

3. Buildings clctssifted as a Group U Agricultural
Building, as defined in Sec'tiott 202 of this code
(see aLso Appendix C - Group U Agricultural
Br.tildings), v,herr Iocated at least 50 .feet.fronr ort
a ppl ic'a blc br r il d ittg.

4. Additions to and retnoclels of buildings originally
r:ott.rtructed pri()r to the ctpplicabLc application
datc.

R327.1.3.1 Application dqte ard where required. Neu'
builclings Jor which an application.fbr a building permit
is submitted ott or afier July l, 2008 located in atry Fire
Hazard Severiry* Zone or Wildland ltttetface Fire Area
shall cctmply with all sectiotts of this cltapter ittcLudittg
all o.f the.fttLlov,itry areas:

l. All unitrt:orporalt:d lcutds designatcd by'thc ,State
Board of Forestry and Fire Protectiott as State
Re.s p o tt.s i b i I itt, A rea ( S RA ) ittc ludi tt g :

LL Moderute Fire Haurtl SeverityZones

1.2. High Fire Hazard Severity Zortes

1.3. Very-High Fire Haurd Severi\, Zotres

2. Larrd designated as Very-High Fire Haz.ard Sever-
it1'Zone by cities rutd otlrcr local agetrcics.

3. Land designatetl as Wildkud Interfcrce Fire Area
ltv ,it,rt cutd ollrcr Iocal apettcias.

Exceptions:

l. Neyr buildings located itt any Fire Ha;-
ard Severity Zotte vvithitr State Respottsi-
bili4' Areas, for tphich an appliccttiorr.fbr
a buil.clitry perntit is :;uhmitted on or aJier
Jttttuury 1, 2008, shall c'onrplv u,ith all
,rection.s oJ tlti.t chapter.

BUILDING PLANNING

2. New builditrgs located in cuty Fire Haz-
artl Seve rity Zone within State Respotrsi-
biLity Areas or env Wil.dlcmd Inteiacet
Fire Area clcsignated by citie.r and other
local agencies Jbr which an applicatiott

fitr a buildittg perntit is ,subtrtined on or
a.fter Det:entber I , 2005 hut prior to July
I ,2008 shall ottly cotnplv with the follotr-
ing sec'tion.r o.f this chapter:

2.l. Sectiott R327.5 - RooJing

2.2. Sec:tiotr R327.6 - Vent,y

R327.1.4 Inspectiort an.d certification. BuiLding petttril
applicatiorts and finaL completion approvals for building.s
within the scctpe ancl application o.f th.is chapte.r shall com-
ply wirlt t he .follotvit'tg :

l. Builditrg permit issnnce. The lot:al building official
shall, prior to t:otr.stnrctictn, provid.e lhe owtrer or
ctpplicant a ccrtification that the building us proposcd
to be buiLt complie.s with all ctppLicable state and locctl
buildittg standards, incLuding those Jbr materials and
constrLtct ion methods for v, i ldf ire exposure a.t
described in this chapter. lssuttnce of a building per-
mit bv tlrc local building tfficiaL .fitr the proposed
buiLrling .shall be con.sidered as complying with this
,rection.

2. Builtling permit .fittal. The local builcling o.fficiul
shall, upon completiotr of c-onstructk;n, provicle the
ou,ner or appliccutt with ct copy of thefnal inspectiott
report that clemonstrates the building wct.e con-
structed in complion.ce with all appl.icable state and
Local buildittg stotdords, ittcluding those Jbr muteri-
ctls antl cottstrtrction nrellrctls.for wildJire expo,ture as
clescribed in thi.s Chctpter. Issuance oJ'a certiJicate oJ
occupancy by the local buiLding fficial for the pro-
posed building shall be: consitlere.d as c'ontplyiug with
this,sectiott .

R327.1.5 Vegetation managentent cotnpliance. Prior tct
buiLcling perntitfittaL approt'al, the properry,shall be in cotn-
pl.iance with the vegelation manasetnent requitements pre-
,scribed in California Firc Code sectiot't 4906, including
CctliJbrnia Public Resoutce.s Code 429 I or CaliJbrnia Gov-
errutlenl Code Sectiott 51182. Acceptable metlrcds of com-
plicurce itrspection atrl docume:ntatiort shal| be detennine:cl
by thc enforcittg ogert.cy cutd ma.\ incLude anv of the.fttl.low-
ing:

l. Local, stdte or .federal .t'ire urthority, or de.signee
euthor i i cd  lo  en f 'o rce  vegc ta t io , r  n tanagemet t t
requi rentettts

2. Enforcing agencl

3. Third-partv in.spection atrd cerrificatiott authorized
to etqforce yegetation nnnagerncttl raqtti rcnlents

4. Propertv ovvtrer cert i . f i (qt ion autl lor i : .e:d bt, t l te
etllorcing agenc\)
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sEcTloN R327.2
DEFINITIONS

For tlte purpose.,\ of this c:lupre:r, cc:rtain lentts arc de.fined
below:

CDF DIRECTOR means tlrc Director o.f the Cali.fornia
Department of Forestrv and Fire Prorcctirttt.

EXTERIOR COVERING. The exposetl sidittg, or cladding
material ttppLied trs lhe exterior ,side of an exlerior wall, rorsJ'

eave sofit, Jloor projectiott or exposed trndeffIoorframing.

FIRE PROTECTION PI,AN is a dot:ument preparecl .for u
spacific pro.ject or dcvelopment propo,sed Jbr a Wildlattd-
LJrban InterJZtce Fire r\rea. lt cle.scribe.s wa!.\ to mininize ancl

mitigate potetttiaLfor loss.from wildfire exposure. The Fire Pro-

tt:t:tion Plan shull be itt accordance witlt tltis chapler antl tlrt

CaliJitrnia Fire Cocle, Chctplcr 49. Whert required b)' the

e fib rc i n g ag e r t cy f ; r I h e p tt rp o.s e.s oJ' g, ra n t i t t g m o d iJi c ct t i o r t s, a

frre protectiotr plcm .rhctll be submitted. Only locally adopted

ortlincnces that have been.filed vvith the California Building

Stanclanls Comnrissiott or the DePartmetil of Housittg and

Conrmutt i t t ,  Dcvelopmett i t t  ctc:corclancc with Sectiott  1.1.8

shall apply.

FIRE HAZARD SEVERITY ZONES are geograplricctl areas

designoted pltrsuant to CaLifontia Publi<: Resourt:es Code:;

Sactiott.s 4201 through 4204 cutd clas.tified rts Very-Higlt' High

or Moderate in State Respottsibility'Areas or as Local A5ienct'

Ven'-Higlt Fire Hazard Severi\,Zones designated pilrsuattt to

Califbrnia Governnrent Code Se.c:tictns 5l 175 throt'tgh 51 189.

See California Fire Code Arti<:le 86.

The Culifbmia Code of Regt'ilcttiotls, Title 14, St:c:tion 1280

t:rrtitLes the nrup.s ttf these gaographic'al areas as "Mct1t,t o.f the

Fire Hctzarcl Severil),Zone,s irt the State Respott.siltilitt' Arect oJ

Califonia."

HEAW TIMBER. A type o.f constructiotl classification speci-

Jied in Section 602 o.l'thc CaLiJbrniu Building Codc. For use itt

this chaltter, lteavy limber shctll be sawn lumber or glue lami'
rtated wood vvith the smallest mininwn trcminal dimertsiott o.f 4

inc'hes (102 mnt). Heavy titnbervalls orJloors shaLl be sav'n or
g,lue-laminatecl plcrttks ,splitte.d, tottgtte:-antt-grot'e, rtr sel clo'se
bgcther and well s1tiked.

IGNITION-RESISTANT MATERIAL A ty'pe o.f buildittg
nt at e r iol t hct re s ists i gni.t io tt o r s u.rtai t t e cl fl atni n g c om b u s t i rtn
,tLlJicientll, ,\o as to reducc lo,s'se,s.f rom wildlottd-urbatr inter'

.t'itctt conflagrcttiorts under worst-case weather and.fuel condi'

tion.s witlt wildJire e\posure of buning embers and ,stnall

.flames, a:; prescriberl in Set:tion R127.3 and SFM Standarcl
I  2-7 A - 5, I  xn i t ion -Ret,t  istatt  I  M al e r ial .

LqCAL AGENCY VERY-HIGH FIRE HAZARD SEI/ER-
ITY ZONE nleun.t m1 urea clcsignated bv a locul agettcl't'tptttr
the recomnrendation of the CDF I)irector Pursuattt lo Got,ent-
n te r t t  ( 'oc le  Scc t ions  51177(c) ,  51178 curc l  5 l l8  tha t  i , t  t to t  4
state t esponsibiLiry area cutcl v,lrcre a local agenct', cifi', rou.,rrr',
ci t1, oncl (ount), or cl istr ic:t  is rcsponsibLe .for.f i re protecl i t trr .

LOG WALL CONSTRUCTION. A rype of constructiott itt
yt,hich extcrior vvalls are con.strucled of solicl wood tnembers

curd v,ltere the smaLlest h.orizon.tctl tlimensiort of eaclt solicl
v,ootl nt.entber i.t ol lt:asl 6 inches (152 mnr).

RAFTDRTAIL.The portion of rcof ra.fterJi'aming itt a sloping
roof a.ssentbll, thcrt projects bet,oncl and overhcutgs att exlerior
rvall.

ROOF EAVE. The Lotver portiott o.l'a slopittg roof assentltlt,
that projects beyortd attd overhangs an exteriot' wall. at tltet
Iower cnd oJ'thc rafier tail,r. Roof euves n'tu)' bc either " open"
or "enclosed." Open rooJ'eave.s have exposed rafter tails curd
ctn wtenclosed space on the wtderside oJ' the rooJ cleck.
Ettclo,ted t oof eaves have a boxe.tl-itr rctof eave sffit with a hor-
it.ontal utrdersicle or.sloping rafter tuils witlt utr exterior cover-
in14 altplied to the underside o.f thc ra.fter taiLs.

ROOF EAVE SOFFIT. Att t:trr:losed boxetl-in so.ffit uncktr ct
rcqfeave with exterior coverinS1 material appLicd lo lhe soffit

Ji 'atning creal inB a horizontal surtctcc ot l  t lxe expo,sed
urtde rsicle.

STATE RESPONSIBILITY AREA tneatt.g lanrLs Ihat are clas'
sffied by the Board of Forc.stry pursuati to Public Resotrrces
Code Sectiott 4125 where the .finmciaL responsiltility o.f pre-
ver rt itr g a nd,s upp re.s s i n g .ftt rc,tt .fi rc.r i.s p r i nt a ri I y t he rc s p on.s i -

biLit l 'oJ' the state.

WILDFIRE is an v- Lul.controlled.fire,spreading through vegetu-
tit'e.fuels thctt threatens to destrov liJe, pntpertv or re,tources os
de.fined in Public Resource.s Code Sectiorts 4 I 03 and 4 I 04.

WILDFIRE EXPOSURE is one or a r:onrbirtatiort of radiarrt
Iteat, cott.vective hea.t, directJltutte cottacl ctttd bttrnittg entbers
bein73 pro.jectetL bv ve'8etat ott.fire to ct ,ttructure Qnd its imttedi'
ate envtt'0nrneilI.

WILDLAND-URBAN INTERFACE FIRE AREA is a seo'
graphical area identit'ied by rhe stalc a.\' a " Fire Hazard Sevar'
iry Zotte" itt ctccordance n,ith the Public Resources Code
Sectiorrs 4201 through 4204 artd Goverrunent Code Sectiorts
5l 175 through 51 | 89, or other areas cle.signated bt, tlrc enlbrc-
ing agencv to bc at a significant risk.from wildJires.

sEcnoN R327.3
STANDARDS OF QUALITY

R327.3.1 General. Building nraterial,.r.vr'1e,71.r, a,tscmblies
cutd rrrethrtrLs of'con,struction u.sed in thi.\ chapler sltall be in
accordance with Sectbn 11327.3.

R327.3.2 Qualificatiott by testing. Mutericrl and ntctterial
ctssembl.it:s te,sted in occordance *'itlt the requirentents o.f'
Se<:tion R-127.3 shall bc uc'<:e:pled.ft.tr use v'hetr tlrc resull.t
and tr:ltditiotr,s ol those Icsl., ure tnel Pntcltr<:l evaluatiort
tesring o.l'malerial and nxalerial a.ssemhlies shctll be
approved or listed hy the State Fire Mat'sltal, or iderttif ed itt
a current report issued bv an apprctved agency.

R327.3.3 Approved sgency. Product evalttal iott  te.rt i r tg
shctll be pe.rfonne.d bv an ctpprovecl ag,ency ct:; de.finecl in Set'
tion 1702 oJ thc CuLi/orniu BuiLding Code. The scope o.f'
trr;r'retlitutiotr .for tlrc uJtprovcd agen(:.\) .thctll inclucle build'
irry product compliance with code.

R327.3.4 Labeling. Material cutd ntaterial assetnbLies
te.sted itt ctccordance with the requiretnenls oJ sec'tiott
R327,3 

"'ltalL 
bear ur idetrtijication label sltort'itrg the Jire

tt:st re.suLt,t. That icletttilictuiort labcl shull be is.rtrecl b)' a
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testing and/or insp<:ctittg ag(.ttcy apProvecl bv tlrc State Fite

Mar,,;haL.

l. Identi.fication mark o.f'the approved testing and/ot'
ittspecting agencv

2. Contact and identi.fication information of the tnanu'

flcturer

3. Model nwnber or identilicatirtn o.l' the product or

ntate rial

4. Pre-test weathering specified in thi.s chapter

5. Contpliance stordo'd as desr:ribed wrder Section
R327.3.7

R327.3.5 Weathering antl surfacc trealntent protection.

R327.3,5.1 General. Material atd material assentblies

tested in accordance witlr the requircmetis of Sectiott

R327.3 shctll ntaintain their.firc test performance under

conditions oJ'usc v,hen installed in ac:cordance with tlrc

t|runr(A(' I u re rs irt:;I rucI i on s.

R327.3.5.2 lYeatlrcring. Fire-retanla.nt-treQted woocl

and lire-retardant-treated wood ,sltittgles and slukes

.shall meet the.fire te,\t petfonnance requircments ttJ this

chapter aJier being suhjected to the weatlrcring condi'

tions cotrrctined in theJbllowitrg standards, as applicabLe

to the mcierials and the cortditiort.s oJ use.

R 3  27 .  3 .  5 .  2 .  I  F i r  e -  re ta rdant ' t r  e  a te  d  wo t t  d .

Fire-relardcmt-treated wood 'shaLl be tested in accor-
dance 'with ASTM D 2898, "Standard Practice for
Accelerated Weathering of Fire-Retardant Treated

Wood for Fire Tesring (Method A)" ancl the: require'

ments of Sec'tion 2303.2 o.f tlte Califrtrnia Buildirtg

Code.

R327.3.5.2.2 Fire-retardant-treated wood shingles

snd shakes. Fire-retardattl-trcated wood shingles

and .slwkes shall be approved and listed b7'tlte State
Fire. Marshal in a<:corelan.ce with Sectirtn 208(c), Title

I9 CctliJbnia Cotle oJ Regulatiotts.

R327.3.5.3 Surfoce lreatme,rt protection' Tlte use of

paint:;, c:oatirtgs, ,staitrs or other surface treatnrcnt,\ tre

nol ut approvecl ntethocl of protectiol't as required in this

,\ecIton.

R327.3.6 Alternates for nrulerials, elesigtt, tests and nrctb

otls of constructiort. The enforcing aSenq' is perntitted to

m.orlify the prot'lslons o.f thi's chc4tter.for site-'sper:ifc cctndi-

tions in accordanc:e withscctiotr 1 .1 1 .2.4. When required by

the enfltrcing agencl'Jbr tlrc prrrposes oJ'grantittg ntodiJicer

tions, cr f rc prctection plan shaLl he submitted in accor'

dance vvitlt the Califot'nia Fire Code, Chapter 49.

R327.3.7 Standards rd' quality. I'he State Fire Marshal

standnrds .for exterior wilclfire exposure pt'otection liste(l

beLow anrl as referetrcetl in thi"; chopter are ksc:ated itt the

Calilttrnia Re/e renced Standards Code, Part l2 cutcl Chap-
ter 44 oJ this corle.

SFM Slandard 12-7A-1, Exterior WalL Siding and

Sheathittg. A.fire resi,stutcc tesl 'stuttdord cotrsi,ttittg o.f a

BUILDING PLANNING

| 50 kW inlen.sity direct.flante exposure for a l0 ntitutes
duration.

SFM Standard I2-7A-2, Exterior Window.s. AJire resis'
tance test standard consisting o.f a 150 kW intetrsirt'
direct flame exposttre for o 8 tninutes dureiliott.

SFM Standard 12-7A-3, Horizttntal Prutjectiott Undcr-
side. A Jire re.sistance test .stanclard consi.sting oJ a 300
kW it lensitv direct f lame e-uposure Jbr a l0 nt irurte dura-
tion.

SFM Stqndard 12-74-4, Deckittg. A ttt,o-part test cott'
:;isting of'a hecil release rate (Part A) der:k assembly cottr'
bustion te,sl vt,itlt an under deck exposure of 80 kW
ittensity directflanrcfor a 3 minute duration, and a (Part
B) sustained deck assembly combustittrr test cotrsisting of
a deck upper surJace hunr.ing e.mber exltosure with a l2
mph wind.fot '40 nrimrtes using a 2.21b ( lkg) bunting
"Cla,ss A" siz.e l2 inch x l2 inch x 2.25inc:h (300 tnm x
300 mm x 57mnr) roo.f tesr brand.

SFM Standard l2-7A-4A, Decking Alte.rnate Method A.
A heat reLease rctte deck assenr.blt, contbustion test u.'ith
an rmder deck exposurc of 80 kW intert.ritl' direct fleune
.for a 3 minute duratiort,

SFM Standard l2-7A-5, lgttition-resistatil Material. A
g e n e r i c bui I di n g mat e r ial .r u rlfac e b tt rn i n g .fl a me s p re ad
test stcndard consisting of an extended 30 minure ASTM
E 84 or UL 723 test method as is used for Fire-Retar-
d.ant-Trcated vvctotl.

sEcTtoN R327.4
I G N ITI O N R ESISTANT CO N STR U CT I O N

R327.4.1 General. The material.s pre.scribed hereitt for
ignition resistance shall confornr to the requiremettts of this
c:hapter.

R327.4,2 Ignition-resistqnt material. Igttition'resistanr
material shaLl be detennined in accordance with the test
procedures set ,forth in SFM Stcurdarcl l2-7A-5 "Igni-

tion-Resi,stant Matcrial" or itr ac:r:ordance with thi,s,section.

R327.4.3 Alternative ntethocls for determining ignition-
resislant material. Any otte of the .following shalL be

acr:epled as m.eetin7 the defitition of ignitiott-resistant
nrateriul:

l. Nottconrbustible menerial. Mmerial thcu compLies
v'ith tltc de.finition .frtr norx:onrbuslihLe maleriuls in
Scction R202.

2. Fire-retardailt-tredted wood. Fire-retardcurl-trecrted
wood ick:ntified.for exrerior use that contplies with the
requirements d' Sectiott 230-1.2 of th<: Califonria
Buikling Code.

3. Fire-rctardant-lreatecl v,ood shittgles and sltokes.
F i re - re t a rda n l - treated v, o o d .s h i r t g I e s cu r d s h ttke s, as
defined itt Section 1505.6 of the Califrttttitt []uiltlittg
Codc and listed by State Fire Mar,rhal .fitr trse as
"Cla.s.s B" rottf c:ovaring, shall be acceltled a.t utt i1;tti-
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tiott-re,ristant wal.l r:overing material when instaLLetl
ovcr sol id sheathinp.

sEcTtoN R327.5
ROOFING

R327.5.1 General. RooJs shcrll conrply u'ith the require'
ments of Sections R327 and R902. Roofs slull ltave a roof-
itrg assembly installed in ac:cordurce with its Iisting and the
nr u tt t t fttc t u re t",t i t t,s l ul lu t i tt t t i t t s l r uc t i o t t.t.

R327.5.2 Roof coverings. Where the roo.f'pntJiLc allov'.t a
,space betwccn thc rooJ' c'overing and rooJ cleckittg, the
spaces shall be constrltcled to prevent the intrusion of

.flames and enrbers, be.firestopped with approt'ed materiols
or lwve otw lcryt:r o.f mitimum 72 pttuntl (32.4 kg) min'
eral-l;tttZx:ed tronper.fbrated <:up sheet contplving witlt
ASTM D 3909 installecl over the combustible deckittg.

R327.5.3 Roof valleys, Where valle),flashing is insralLed,

theflashing shal l  he not Les.v than 0.019-inch (0.48 mm) No.
26 BaBe galvanized slteel corrosion-resistanl metal
itrstullecl ovt:r not less than one laver of minimwn 72-pouttd
(-12.4 kg) tnincral-surfctced ttonperJbrated cap shcct com'
pl.f ittg v,ith ASTM D 3909, ar least 36-inch-wide (9 l4 mm)

nrnning tlte full Length of the vallet'.

R327.5.4 RooJ'gutlers. Roo.f gutter.s .shall be provided with

the tneans to prevetlt th.e accumrtltttiort. of Leewe.s ancl debris

in tht: gutter.

sEcTtoN R327.6
VENTS

R327.6.1 General. Where provided, vetrtilatiotr opertittg't

.fbr enclosed atlics, etrclosed eave sffit .tpaces, enclo,sed
rctfler spaces.l'onned wltere ceil.ing.s cu'e applied elirectly trt
tlta untlerside c,f ,oqf rcrflers, ancl tuilerfloor ventiLciiott
shull be in ac'c'onlcmce u,ith Scctiott 1203 of the Calilitrnia
BLtiLding Code and Sections R327.6.) thnugh R327.6.3 o.f
thi.s .section to resist buikling ignition ftont the inlntsiott of'
bunting entbers and flanre tltrough the ventilatiotl opetlinBs.

R327. 6.2 Requirem erfis. Verti l ar i o n o p e rt itr g s fo r enc Lo s e d
atlics, enc'lctsetl eave sffit space,s, enc:losed ra.fter spaces

.fbrmed u.,hcre ceiling,s arc applied directl.v to thc undcrsicle
oJ'rooJ'raJiers, and wtde(loor ventilcLtiott opettittg.s shnll lse

fully coverecl with nretal v,ire mesh, vetrts, otlrcr tnaterials or
ollrcr clevices thal meet the.foIIou'ittg requirentenls:

l. Thc ditnensions oJ' Ilte opettittgs tlterein shall be a
nrininuun o.f't/,ntlt ittch ( 1.6 rnm) and shalL not e.rceed
t / ,r l t  inclt  (  3.2ntnt).

2. Tlte naterial,r used shaLl be rtottcontbuslibLe.

Exceptiotr: l/enls Loccilecl wtder lhe roof atveritrll,
alon14 Ihe ridge ctf roofs, with the expnse:d surfaca of'
tlrc vr:nl covered by nortt:otrtbtt.gtible vrirc ntc,:sh, ttttt.\'
be of r:onrbuslible ntaterials.

-1. Tlt e m il c ri al,s u.s e d .s h ul l be <: o r ro s i ott re :; i.s l rttt l.

R327.6.3 Venlilation openings on lhe undersfule of caves
and cornices: Vent.s shall uot he installed on the undersirlc
oJ eaves and cornices.

Exceptions:

L The enJorcitrg agencv mct\t accept or approve spe-
c:ieil eave and conice yerts that re.sist the itrtrusiotr
o.f flante antl burning embers.

2. Vents complyittg with the reclttiretnents of Section
R-127.6.2 ma)t bc installed on tlte wtclerside o.f
caves ancl r:ornic'es in act:orclancc n,itlt either one
oJ' t he Jb I lov' i n g co nd it i o ns :

2.1. tlrc attic space being vetiil.crted is Jilllt
p rot e c t e (l h y- u n altt o mdt i L' s p r i t t kl. e r s y s t e r n
i r ts tu l led  i t t  accorc la t t . ce  tv i th  Sec t iou
903.3.1 .I o.[' thc Calit'bnria BuiLdinli Code
or'

2.2, The exterior wall covering and erytosed
wderside o.l'the eave are rtf rntrcornbusti-
b I e mute r i.a l, o r i gtti t ion - re :; i s ta nt - t n.ate ri -

ols as dettermitted in accordcurce with SFM
S t a n c l a r d  I  2 - 7 A - 5  I  g t t i t i o n - R e s i , r t u t t t
Material atul tltc vent i.\ located more lhatt
l2 feet Ji'ont the grountl or walkitrg .Etrrface
oJ'a deck, porclt, patio, ctr similar.surJace.

SFM.SECTION R327.7
EXTERIOR COVERING

R327.7.1 Scope. The pt'ovi.siotu; ctJ thi,r set:tion shall govcrn

the ntoterials and constuction ntethods usecl to resist buil.d-
itr14 igtrition and/or saJbguard agaitt.rt the inlrusi<ttt o.f llatnes
re,sultittgJiont snnll entber aud sltort-ternt directflame con-
lact e1p65vvr.

R 3 27.7.2 G en eral. T lr e Jit I Lov i tt14 e.r! c r i o r t; o v c ri n g t tt d e r i -

ols curd/or assenrblies ,rhall comply l'ith thi.r section:

l. Exterior wall c'overing ntuterittl

2. Exlerior wall as.rentblv

3, Exterior exposed underside of roo-f'euve overhcutgs

4. Exterior extrto,sed undersicle of roof euve soffits

5. Expo.sed wrclcr.gide o.f cxlerior porch r:eilitrgs

6. Exterior expo,setl utrder:;ide oJ.floor projectiorts

7. Exterior LurcLeiloor at eas

Exceptions:

l. Exterior wall architecturul trim, etnbelli.tlunents,

.fLt.s c i a.s, et t d I t I t t e r,\

2. Iloof or v,all top cornicc projectittn,t ntrd similnr
u,ssenrbliets

-1. Roof us:;entbly' projct:tion.\' ov(r gabLc ettd v,ul.l.t
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4. Solkl tvood rafter tails and solid wood blocking
installed benveen raflers havittg mirrimum climen'
siott 2 inch (50.8 ntm) ttomit'tal

5. Deck wulking surfaces shctl.l complv rvith Se<:ti.on
R327.9 only

R327.7,3, Exterior walls, The cxtarior wal.l covering or wall
a,rsembly shall contpLy v,ith one of the fitllou.'ittg require-
ments:

l. Noncombustible mlterial

2. I gttiti on - resistattt nnte rial

j. 71rq1,y-tintber exterior wall assentbly

4. Log wall constructiorr tt,ssentblv

5. Wall as,gemblies that nreet thc petibrmcmce critcria in
ctccordcnce v,ith the te,tl procedures for a l0-minute
direct -flame coilact exposure test set forth itr SFM
Stcutdard 12-7A- l

Exceplions: Atty, ofthe fttll.owittg, :;lt(tll be deemed to

meet the a.\rietnblv perfornrunce c'riteriu ancl inttrtrt o.f this
sectrc)n:

L One l.ayer oJ' 5/r-inch Type X gypsum .rheathitrg
appLied behind the exterior covering or cLadditrg
on the exterior side of tlrc Jraming.

2. Tlrc exterior portiort of a l-hourfire resistive exle-
rior waLl assemblv de " igned .for exte rior Ji re exPo'
sure ittcluditr.g assentbl.ies usitry tlte gtpsunt patrel

ud slrcctthing produc:ts listed in the Gypswn Asso'
c'iation Fire Resi.stance Design ManuaL.

R327.7.3.1 Extent of cxterior wall covering. Exlerior

wall cove rin gs shall extend.from t he top of' the.fbundat ion
to the roof, and terntinale at 2 itrch (50.8 mnt) noninal
solid wood blocking between raJiers at all rooJ over'

hangs, or in the case of enclosed eaves, lerntittale aI lhe
encl.osure.

R327.7.4 Open roof eaves. The exposed rcoJ'deck on the
ntdersicle oJ'unetrclosed rooJ eaves slmLl con.rist of otrc oJ
the following:

L Notrcontbustible trruterial

2. I gnitiotr- resistant tnate rial

3. One laver of s/o-inch Type X gypsum sheathing
applied behitrd an t:xterior c:ctve:ritg on the underside
exterio r o.f' tlrc rooJ' deck

4. Tlre exterior portiott of a l-hour.fire re,sistive axterior
n,all a,rsembl.t' applied to thc underside ttl the rooJ
cleck designed for exterior Jire exposure including
assemblies usirtg the gypsltftt panel attd slteathing
procluc:ts liste:d in tht: Gypsunt Associcttitttr Fire Resis'
tctn.ce Desigtt Manual

Exceptions: The.following muterials ckt ttot require Pnt-
l c ( l  ron :

I . Solicl wood raJier tail.s on the a.vposed wrderside o.f
open roo.f ecrves havit tg a nt. i tr imum tt.onti t tal
t l intension of 2 inch (50.8 tnm)

BUILD ING PLANNING

2. Solkl wood blocking instaLLed benveen rafter tails
ott. tlle exposed underside of otrten roof eaves hav-
ittg tt ttt.irtimunt nomitral dimettsiotr oJ'2 inch (50.8
mnr)

3. Gable end overhemgs and roo.f assembly projet-
tions beyoncl ot exteriot' waLl. other lhan cn the
lovver encl o.f'the ra./ter tails

4. Fascia and other etrc'ltitecturul trinr boards

R327.7.5 Enclosed roof eaves and roof eave so.fJits. The
ex;tosed u.nderside oJ'ettclosed rcof eave:s havirtg e:ither er
boxed-in roo.f eave stffit with a horizontal uncler,side, or
sloping rcfter tails wilh cut exterior covering applied to tlte
underside o.f the rafter taiLs, shctll be protected by otte of the

following:

l. Noncombustihle malerial

2. I gttition-resi.rtart material

3. One layer o.t''5/6-inch Tvpe X g)-psum ,sheathing
ctpltliecl behind an exterior coveringi on the wtdersitle
of the rafter tail.s or sffit

4. The exterior portion oJ a l -hourfire resistive exterior
wall assembllt applied to the underside of the ra.fier
tails or so.ffit itrcLuding as,sentbl.ie.s using the gr-psunl
panel ancl slteutltittg protlucts listecl. itt the Gypsunr
Assor:iatiott Firc Resistance Desi gt't Mauuttl

5. Boxe.d-in roo.f eave stffit assenrblies vvith tL horizotrtal
untlcrside that meet the pe$brmance critcriu itt
accordance u'ith lhe te,st nrocedure.s set forth itr. SFM
Stantlard 12-7A-3

Exceptions: TheJblLowing materiaLs do tlol require pro-
lectnn;

l. GabLe end overhattgs cmd roo.f assenthlv pntjec-
tions beyond cut exterior wcrll other tltan at tlte
Lowe r etrd of the ra.fter tails

2. Fascict antl other architectural lrint boards

R327.7.6 Exterior porch ceilings. The exposed undersicle
of exterior pot'r:h ceilings shall be protected by otte o.f'tlrc.fol-
lotving:

l. Nott<:ontbustible mate ri al

2. I gnitiort - resistant ntate rial

3. One laver of 5/r- inch Type X gypsunt sheall t i t rg
applied hehind the exlerior covcrirtg ot1 Ilte underside
of the ceiLing

4. Tlrc erterior portion of ct l-hourJire resi.rtive crterior
u,all assembb' appLied to tlte urtderside of the ceilittg
assentbly inclut l i trg, assemblies usitrg the gvpsum
punel and sheathing produc'ts li:;red in the Gypsum
Ass oc ictt i o n F i rc R e.s i,s t au ce D c,r i g tt M u n ua I

5. Porch ceiling ctssent.blie.v vvitlt a horistntal underside:
that. nrcel the pc$ornrattce critcria itt at'corclunr.'e
u,ith the test Jtrocetlures set .forth in SFM Stattdarcl
12-7A-3

Exceptiott : Arcltircctu ral tint boa rds.
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R327.7.7 Fktor projections. The expo,sed underside oJ'ct
c:cuttilevered .floor projectiort where a .floor a.ssemblt,
extends over anexteriorwall .shall be protecteel bv one o.f the
.fitllowittg.

I . Nctncc,tntbLrstible material

2. I gtrition-resistottt material

3. One laysr o.f s/n-inc'h Type X gypsunt sheathittg
applicd behind at cxterior<:ovcring on the underside
ol t he .ll oo t' 1t t'o.j ect i ott

4. The exterior portiott of eL l-hourfire re,si,stiye exterior
wall ctssenrblt, ctppliecl to lhe wt(ler,tide oJ the flctor
projection incLudittg assembLies usittg the gypsum
panel and sheathing products listed in the Gypsum
As,tociation Fire Resistartce Design ManuaL

5. The underside r2l' a Jloor pro,jection a:;:;enrbly that
meet the pe(orntetrce criteria in accordcutce with the
test procedures set forth in SFM Statrdard 12-7A-3

Ex c epti o n : A rch it t: c'Iu ral t rint b ou'd s.

R327.7.8. Underfloor protection. The utrdetfloor area oJ'
elevaled or overhanging buildings .shall be enclo.sed to
grade itt accorclance witlt tlre requirements of this chapter
or the wtdersick: of tlte exposed undetfloor shalL c:otr.sist ct'
otrc ol tlte JblLov'ittg:

l. Nottt:otnbusti ble tn.are rial

2. I gnit iort - re s i,ytanr m ate rial

3. Otte layer o.f s/o-inr:h Type X gypsum sheathing
ctpltLied behincl an e xterior covering ot't tht: undcrsitlc
of the Jloor projection

4. The exterior portiott oJ'a l-hotrrJire resi,rlittc encrior
wall assembll, applied to the underside of the floor
includittg cLs,sentblies usittg the g)'psum pant:l attd
sheathing products listed in the G7'p.sttm A,,;socituion
Fire Resistunr:e Design Manual

5. The wrder.sirle oJ'aJloor as.retnblt, that nrcets the per-

fonnance crileria in accordutce with tlte test proce-
dures set.forth in SFlt4 Standard | 2-7A-3

Exce ptio rt : H c uvt'-l imbet' sl ructural c ol umtr,s ancl beams'
d() nol t?quir( '  l )r(r lact iott .

R327.7.9 Utrlerskle of appertdages. When recluired b1, the
enfurcing agettcy the trnderside of overlrunging appettdoges
shall lte enclosetl lo gratle itt ar:r:orduttce with th.e rcquire-
ntent,r of tlti.r chaptcr or tlte undersicle of'tlte cxpo,sed unde r-

floor shall consi.st oJ one of tlrcJbllowing;

l .  NoncontbLt,yt ibLe matcrial

2. I gtt it ion-re.\ i,\tcutl matc riaL

3. One laver of 5/n-inch T.1,pe X gypsum .rheathitrg
altplied beltiud an eilcrior cot,e ritrg on tlte rrnclerside
,.tf tlra floor projectiott

4. Tlte exterior portiort o.f a l-hour.fira resistive etterior
wall assentbls, applied to tltc utldcr,\ide of the:.floor
ittcluding u.r.sentblics tt,rirtg thc g\tp.\Lutt ltattel and
.rheathing produ(:t,\ listed in 111s Qyp,surn A.s.sociatiotr
F i re Re.t i.rtartce Dcs i gn Nl cutucLl

5. The ttnclerside of etfloor assembly that meet.t tlxe per-
.fbnnanct: criteria in occorclctttr:e with the t?.st proce-
durcs,set.f l tr th in SFM Standard 12-7A-3

Exce ption : H env.t,- t i ntbe t',st ructural col utrt tt,s cmd beam.r
do nttt rcqLrire protcction.

SECTION R327.8
EXTERIOB WINDOWS AND DOORS

R327.8.1 General.

R327,8.2 Exterior glazing. The .fbl lowin5i exterior gLazing
nmterials cutd/or assemblies shalL c:ompl1, yt,ith this section;

l. Exlerior yvittdows

2. Exterior gkaed doors

3. Clazed opettittgs within exterior doors

4. Glaz,ed opening.t withitt exterior garage doors

5. Extcrior structural gl.a.s.s vettecr

R327.8.2,1 Exterior windows ancl exterior glazed door
essembly requit'ements. Exterior windov's and exterior
g,la:.ed door ossetnblie.t shulL conrplv with otte of the.fol-
Iowing requirem.ents:

L Be c:on.stru<:tcd ol nrultipanc gfuzing with a ntini-
ntrrttt oJ one lenyterecl pane meeting the requirc-
nrcnts of Section 2406 Safbtt, Glctzittg, or

2. Be cott:;tructed o.f glass bloc'k utrits, or

-1. Huvc a Jire-rasi.stance rating of' not le,t,s thatt 20
mitrutes wlten tested according to NFPA 257, or

5. Be tested to nteet tlrc peffonnance requirentents of
SFM Standard l2-7A-2.

R327.8.2.2 Slntcturql glass veneer. Tlrc wull ctssemblt,
behittd structu.ral glass vetrcershall contplv with Sec'tiott
R327.7.3,

R327.8.3 Exlerior doors. Extcrior doors .ghall comltll' with
o rte o.l' t he Jtt I I ow i ttg :

l .  The exterior .surface or cladding shal l  be oJ'
ttoncombustibl.e or ignitiott.-resistant rnaterial, or

2. Slrull be construc;ted of solid core wood thut t:ornltlt'
n'i t Ir t I tr Jit | | ttrr i tt g req u i rant c rt t.t.-

2.1. Sti les and raiL.s shaLl t tot be Less thon l t / ,
i t tclres t l t ick

2.2. Raisetl pane:l.s shall rrot bet les.r thur It/oiur:hes
thit;k, e.rc:ept ./itt' the e.rta.rior pcrinrete r of tlre
raised panel tllut tnur- t1per to a tot\luc tlol
le,r.s thrut J/, inclt thick.

3. Shall have afire-resistcltce r(tting o.l'not !e:;.t thatt 20
rnintrle:s wherr tcslecl ar;r.rtruling to NFPA 252.

4. Sltul.l be tcsted Io tncet lllc p(.ibrntetrc( t'ctluircnrenr,t
ol SFM Standard l2-7A l.

R327.8.3.1 Exlerior door glazing. Cla:ing itt cxtt'rior
door.s .slrall crsmply tith Sectiotr R-127.8.2.l.
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sEcrloN R327.9
DECKING

R327.9.1 General. The u,alkinT surface material oJ'clecks,

porch.es, balconies and stoirs shall compl.v with the require'

ntents of this sec:tion.

R327'9'2 where required' The walking surface material rtf

decks, porches, halconies and stair's shall contpLl'vvith lhe

reqLrirentent.s of tl'tis sectiort when anl portiott of such stu''

.fac'et is tpithin I0.feet (3048 nnt) o.f the building'

R327,9.3 Decking surfaces. The walking surJa<:e tnuteriaL

of rleck.r, porches, balcotries carcl slairs shaLl be con'tlructed

with one of the follotvirlS mqleriols:

L Ignition-resistant materictl that complies u'ith the per-

forntance requirentents of both SFM Statrdart l

12-7A-4 and SFM Sranclard 12-7A-5

2. Exteriorf re retarclail treated wood

3. Noncombu,stible material

4. Anl, material that complies v'ith the perfttnnancc

requirements oJ'SFM StanclcLrd l2-7A-4A when

attached exlerior wall  coverirtg is also either

tronconbustible or igtritiott-resistant meileriaL

Exception: Wall nnterial may be of any ntaterial that

othetwise cotnplies vvith this chapter whert the decking

surface material cornplies with tlte pe(bnnance require'

ntents ASTM E 84 with a Class B Jlatne spreatl rtting.

sEcrloN R327.10
ACCESSORY STRUCTURES

R327.10J General. Accessory and miscellaneous struc'

tures, other than buildings cot'ered by Section 11327'1.3'

whic:h pose a sig,nificant exterior erposl(re ha;.ard to appli'

cable building.t tlu.ring wilclfiresshctll be cottstucted lo con-

Jornt to lhe ignition re'ri'stcutce requircmetrt's qf thi,s sectirttr.

R327.10.2 Applicability. The provisktns of this section shctlL

appll' to trellises, arbors, pcttio covers, cary)orts, ga:ebos

ancl sirni/ar stntcturcs qf ut accessory or ntisceLllneou.t

cha rac ter.

Exceptions:

L Deck,s slnll conrltlv with the recluirentent's tf Sec-

t ion R327.9.

2. Awrrings and canolt ies ,shctl l  compll '  vt ' i th the

requirements of Section 3105 of the CaLifornia
Builditrg, Code.

R327.10.3 Where required. Acc:essory structures shnl l

contpll' tvith the requirements Qf rhis section.

R 3 2 7. 1 0, 3, I Att ac h e: tl ur: c e s s o t'\t s I r uc t u l"e's s h ttl I r" o mtrt Iy

v,ith the requircmenls oJ'thi't 'section.
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R327.10.3,2 Whett rcquired by tlrc enfbrcing agcnc.\',
d et crc he d ac c e s.t o ry) .t t ruct ut'e.r w it h in 5 0 fe e t oJ' a n a p p l i -

cable building shall comply with the rcqrtirements oJ this
section.

R327.10,4. Requirements. Wht:tt requirecl bv the ettfon:ing
ogetrcy accessory structures shall be conslntcled o.f
ttottc o mh u sti ble or i gn it i o n - re,s i s tant t,tlt e rial s.

sEcTloN R328
ELECTRIC VEHICLE

R328.1 Electric vehicle, An cutontotive-tr\)e vehicle.fbr high'

way use, such as passen7e.r automobiles, buses, trucks, vat$

and the like, pritnari\, powered by att electric ttrotot'that draws

curretfi Ji'otrt a rechar4eable storagie battery, .fut:l celL, phcttrt-

t,oltaic array or olher ,stturce qf electric cutent. For the pttr-

po.re oJ this chapter electric' motorglcl4s cutd similctt' type

vehicles cmd off-road self-propelled electric vehicLes such as

industrial tntcks, hoists, lifts, trtutsltorts, golf carts, airline
gt'or.atl support equipm(tttl, tractors, boals ancl the Iike' ara nol

incLuded.

R328.2 Charging. In an1' buiLcling or interior area used Jbr
charging elect ic vehicles, elecrr ical equipment shaLI be

installed in accordeux:e vvith the California Electrical Code'

R328.3 Ventilation. Mechanical cxhcutst ventilatiotr, when

recluired by the CcLliJbrnia ELectrical Cocle shall be providecl at

a rate as rcqtrired by At'ticLe 625 or cLs required bv Sectittn 1203

of the California Building Code whichever is qrcater. The ven-

tiltrtion system shall include boththe suppb antl exhctust equip-
ntent antl shall be permanentl/- inslalled und krcaled to itrtake

supplv airfroftt tlxe ouldoot',s, and vent tlrc exhausl clirec'tlv to,

the outdoor.s witlrcut conductittg tlrc exhaust air through other

spaces within the buiLding.

E x c e ptio r t : Po s i t i v e p re,s t; u re v e nt i lttt i o n s y s t e I n s,v h a I I o trl t'

be allou,cd in builtlittg.s or areas that huve been de:;ig,ned

and appmvedfitr thctt application.

R328.4 Electrical interface. The electrical suppll' circuit to

e I e. ct r i c al lt' 1t ov' e re tl t n.e c hani.c a I v e nt i I at i o n e q u i p mt: t r t,s lt a I I

be interlockecl with tltc recltttrgittg, equiptncnt used to ,sttltply

the vehicle(,r) being churg,ed, util shall runain etrcrl4ized dur-

ing the entire chargittg cvcle. ELectric vehicle rechargittg,

equipment slnll be ntarked or labeLed in ac'cordcurce vvith the

Califo ntict Elect ri ctrl Code.

Exce ptiotts:

L Exhaust vett.tilation sholl not be retluiretl itt areas
with an approvcd engirrcered ventilation sy,\tem,

vvhich rncLintairts a hydrogen 8a., concetttraliott al Le s't

than 25 percent of the lower flamntability litnit.

2. Mechanicctl exhcutst ventilatiotr ftr hyclrogen .shctlL

not be requit"ed where lhe clrarging equiltmettt ttti-
lized is installed curl I.isted .fttr intlortr chargittg ti
electric vchi<:Les v'itltout ventil.elion.
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WILDLAND URBAN INTERFACE CLASSIFICATION

The following information is used by the Department of Housing and Community Development
(HCD) in order to determine the correct installation of materials and construction methods for
exterior wildfire exposure. Applicants should obtain information as indicated below from the
Iocal authority having jurisdiction, and are requested to submit the fottowing information with
the HCD 415 and/or HCD 50 form at the time of permit application to HCD.

Appl icant Name

Date Te lephone No.

Appl icant to complete i tems 1 throuqh 3

'1 .  Si te Locat ion of  Home:

2. Assessor Parcel  No. ( i f  known):

3.  Mobi lehome Park Name ( i f  appl icable)

Obtain Assistance from Local Authori tv Havinq Jur isdict ion in complet ion of the
f  o l lowinq:

1. Fire Department or Distr ict:

2. Contact  Person and Telephone

The home descr ibed above is or is intended to be located in an area as noted below:

I  State Responsibi l i ty  Area (SRA)

D Very High !  High !  Moderate !  Unzoned

n (LRA) Local  Agency Very-High Sever i ty Zone

!  (LRA) Wildland Urban InterJace Area - Specify the ignit ion-resistant construct ion require by the
local  author i ty having jur isdict ion for  f i re protect ion on this property

! N/A
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DEPT. OF HOUSING AND COMMUNITY DEVELOPMENT
FREESTANDING AWNING, CARPORT, DECK, RAMADA OR
ENCLOSURE PLANS INSTALLED ON A MOBILEHOME LOT

(HCD PLANS ONLY)

THIS FEE SCHEDULE BECOMES EFFECTIVE FEBRUARY 1, 2OO9

SQ. FOOTAGE
PER STRUCTURE

PERMIT FEE VALUATION TOTAL FEES

0 -54 196.00 45.00 ' 196 .00

55-82 196.00 54.,00 196.00

82 -  108 196.00 63.00 196.00

109 -  135 196 .00 72,00 196.00

136 - 162 196.00 81.00 196.00

163  -  190 196 .00 90.00 196.00

191  -217 '196.00 99.00 196.00

218 - 244 '196.00 108.00 196.00

245 -  271 196 .00 117,00 196.00

272 - 298 196.00 126.00 196.00

299 - 325 '196.00 t'35,00 196.00

326 - 352 196.00 144,0Q 196.00

353 - 379 196.00 153.00 196.00

380 - 406 196.00 162.00 196.00

407 -433 196.00 171,00 196.00

434 - 460 196 .00 180;00 196.00

461 -  4BB 196.00 189.00 ' 196 .00

489-515 196.00 198.00 198 .00

516 - 542 196,00 207.00 207.00

543 - 569 196.00 216.00 216.00

570 -  596 196.00 225.00 225.00

597- 623 196.00 234.00 234.00

624 - 651 196.00 243.00 243.00

NOTES:
Any deviat ion f rom the HCD plans shal l  be subject  to a minimum plan check fee of

$203.00 per hour.

Add $7.00 to this fee schedule to alter the park lot electrical service for power to
the enclosure.  l f  the MH-Unit  is  to be al tered to gain power,  a separate permit
(HCD 415) wi th a $196.00 fee is required.

(Evaluation fees are based on regulatory provisions identif ied in the California State Building
code) 

Revised 1/09



DEPT. OF HOUSING AND COMMUNITY DEVELOPMENT
FREESTANDING AWNING, CARPORT, DECK, RAMADA OR
ENCLOSURE PLANS INSTALLED ON A MOBILEHOME LOT

(NON HCD PLAN)

THIS FEE SCHEDULE BECOMES EFFECTIVE FEBRUARY 1. 2OO9

NOTES:

Add $7.00 to this fee schedule to alter the park lot electrical service for power to the
enclosure.  l f  the MH-Unit  is  to be al tered to gain power,  a separate permit  (HCD 415)
with a $196.00 fee is required.

(Evaluation fees are based on regulatory provisions identif ied in the California State Building Code)
Revised 1/09

SQ. FOOTAGE PER
STRUCTURE

PERMIT FEE VALUATION PLAN CHECK TOTAL FEES

0 -54 196 .00 45:00 98.00 294.00

55-82 196.00 52fi'6'0 98.00 294.00

83 -  108 196 .00 69,00 98.00 294.00

109 -  135 196.00 7effi 98.00 294.00

136 - 162 196.00 81m 98.00 294.00
' 163  -  190 196.00 90;00 98.00 294.00

191 -  217 196.00 eii;00 98.00 294.00

218 * 244 196.00 lbg;oo 98.00 294.00

245-271 196 .00 4'fi''.i:o 98.00 294.00

272 - 298 196.00 lzd.on 98.00 294.00

299 - 325 ' 196 .00 98.00 294.00

326 - 352 196.00 '1, j00 98.00 294.00

353 - 379 196.00 153,00 98.00 294.00

380 - 406 196.00 i62i00 98.00 294.00

407 -433 196.00 1|71,,0.0 98.00 294.00

434 - 460 196 .00 ,180100 98.00 294.00

461 - 488 196.00 189;00 98.00 294.00

489-515 '196,00 198.00 99.00 297.00

516 -  542 196. '00 207.00 103.50 310.50

543 -  569 196.00 216.00 108.00 324.00

570 -  596 i go.oo 225.00 112.50 337.50

597 -623 196.00 234.00 117.00 351.00

624 - 651 196.00 243.00 121.50 364.50




